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1. Summary 



This invention has as its object a mixer shaker closet structure for paints, with 
^rpreleot^mdevieesgwiM^h e<|||paj|e£ ^ ea ^^f^ a3 ^^ w ^ c %f| es ^ :s a 
H plulalit^^^elve^for suprjslt o^pli®lity o^ontaii^sJprovi^d w||i 
B butferfly c^tlcti^l) the ^ake^pvig, whicpare d^^able aid nJpbe 
^^pjlsedln cl^|nel^£jtbif fiam^,^vhei:^ri5 ax^m&sei^istsm th^buitterfly 

connection in rotation. The specificity of the invention is constituted by the fact of 
including, for each channel, a detachable protection section, which may be 
superimposed in view of the insertion of the butterflies in the channels. There are, 
besides, motorized means foreseen, for the activation of the fins, which are linked 
to the means of activation of the protection sections. 



DRAWING 



Stamp]: 

Via Visconti di Modrone 
Milan 29112 
TECHNICAL LEGAL 

PATENTS 
OFFICE 

Prof. FRANCO CICOGNA 



Descriptiong|the Mus^^^nti^Qving 
f'MIXER SX®aSRpL|SE^b , Rl^rWRE FUR 

bf 





OTE<Mt©N DEMCB^' 



TECMEC SRL 

of Italian nationality, with head office at Albairate - (Milan) - and choosing domicile at the Patents Law 
Office of Prof. Franco Cicogna in Via Visconti di Modrone 14/A, Milan 

Filed on JULY, 4, 1991 as No. MI 91 A/01946 



gsSCRIRTIOisi 
^ecti^^^haKercli|et sfgcture for fijnts, with protection devices. 



This invention has 






As is known, mixer shaker closets for paints exist in the market, normally used in body shops or 
similar, that are structured with a load bearing framework, which presents a plurality of shelves, on 
which are deposited the various paint containers, usually provided with a cover, provided with an 
external fork, which is connected to a means for mixing and shaking the paint, placed inside the can 
itself. 



Such a fork is inserted in the closet, so as to couple it with the fins, connected to motorized 
means, which, on command, can be set in rotation, so as to cause the fork to rotate and, consequently the 
mixer blade inside each container. 



to be inadequately protected, thus permitting that, inadvertently, the user may place a finger or other 



connected to the correct coupling between fins and forks. 

The task the invention proposes is to eliminate the previously described drawbacks, by realizing 
a mixer shaker closet structure for paints, with means of protection, which is capable of adequately 
protecting the coupling zone between fins and forks of the containers, so that it is possible to introduce a 
hand, 



With these types of closet, the reciprocal coupling zone between the fins and the forks, turns out 





accidentally or intentionally, into the coupling zone, when the motors are in operation. 
Specifically, such a shaker mixer closet structure for paints, with protection devices, allows facilitating 
the insertion and removal of the varied containers without disadvantages of any kind, in the coupling 
between fin and fork. 

In addition, the aforesaid shaker mixer closet structure, from its particular characteristics which 
may be realty is^^^ll^^ 



Finaffi^, the jmixer sfi§$yr clcpi^tmclx^for^intsWn poin||is easiprpT3|ainab^using-|elements 
and material^^^onl^avai^le "^Rse^el^ma^^^relSrit iHupLly c^p^ttveTffofnthe 
economic point of view. 

The above stated task, as well as the mentioned purposes and others, which will be shown better 
below, are attained by a mixer shaker closet structure for paints, with protection devices, according to the 
invention, including a load bearing frame, which presents a plurality of shelves for the support of a 
plurality of containers. 




These latter are provided with a fork for connection to the shakers devices, housed in channels of 
the frame, where fins are foreseen, to set the fork itself in rotation. 

The above mentioned mixer shaker closet structure for paints is characterized by the fact of 
including, for each channel, a protection profile, detachable and which may be superimposed from the 
point of view of insertion of the forks in the channels. 

There are, besides, drive motors foreseen, for the activation of the fins, subjected to the 

activation mean of w 



examination of the description of a preferred, but not exclusive, execution form of a mixer shaker closet 
structure for paints, with protection devices, illustrated for indicative purposes, but not restricted thereto, 
with the assistance of the attached drawings, in which: 

Figure 1 represents schematically, in perspective view, the closet structure; 
Figure 2 represents the closet, in frontal view, with protection section arranged in 




the open position, to allow the removal and the introduction of the containers; 

Figure 3 represents, in frontal view, the closet with the protection section closed to prevent the 
access to the coupling zone between fin and fork,; 

Figure 4 represents, in cross section, the protection profile, in the open position: 
| Figure 5 represents, in cross section, the protection section, in the closed position; 




Figure 8 shows the means of activation and the microswitch. 

With particular reference to the numerical symbols of the aforesaid figures, the mixer shaker 
closet structure for paints, with protection devices, according to the invention, includes a load bearing 
frame, indicated globally with the reference number 1, which presents a plurality of shelves 
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